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 N°moduli Capacità Lt. Altezza Mt. Peso Kg. Dimensioni di imballo L.Coclea Mt.

 N°Modules. Capacity Lt. High Mt. Weight Kg. Packing dimension screw loader lenght

 2 2.500 2.514 472 1.500x900x1.155h 3.500

 5 5.500 4.108 745 1.500x900x1.155h 5.000

 10 11.000 6.738 1.200 1.500x900x1.650h 8.000

 15 16.500 9.378 1.655 1.500x900x1.750h 10.500

 20 22.000 12.018 2.110 1.500x900x1.900h 13.000

La completa automazione di ogni impianto di 
trasporto si ottiene stoccando i materiali da 
trasportare in contenitori che ne permettano il 
prelievo con continuità;  per stoccaggi interni o 
in zone protette possiamo utilizzare silos com-
ponibili che offrono il grosso vantaggio di non 
occupare spazio durante il trasporto, inoltre 
sono modulari e con un sistema di carico ve-
loce ed economico.

The complete automation of each transport 
plant is obtained by stocking materials in con-
tainers where they can easily and continuously 
be withdrawn, for indoor storage or in protec-
ted areas we can use modular silos that have 
the great advantages of saving space during 
transport, being completely modular, using a 
quick and practical loading system.

L’automatisation complète de chaque installa-
tion de transport est obtenue en stockant les 
matériaux dans des conteneurs où ils peuvent 
être retirés facilement et en continu. Pour le 
stockage à l’intérieur ou dans des zones pro-
tégées, nous utilisons des silos modulaires qui 
ont les grands avantages de gagner de la place 
pendant le transport, étant complètement mo-
dulaires, et qui dispose d’un système de char-
gement rapide et pratique.

SILMO
ALIMENTAZIONE E STOCCAGGIO

LO STOCCAGGIO MODULARE DEL GRANULO
MODULAR GRANULATE STORAGE
STOCKAGE MODULAIRE DE GRANULÉS
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